Taechnical Specifications

. Amtenna .
Reflector 96 cm Ku-band round
Optics Prime focus offset
AzfEYPol Drive System Roto-ok 3 axis positioner
Transmit _Receive . -
" Frequency . 13.75 - 14,5 Ghz 10.70.- 12,75 Ghz
Gain % ,2dB! i 39,7 ¢B@ 11.85 Ghz 41.2 4Bl
Palarization Rotation of feed
Cross-Pol Isolation Std. Feed Opt, Feed
On-Axis 30dB 35d8 354dB
Off-Axis 28 dB 284dB 3248
Travel Azimuth & 200° from stow position
Polarization % 95
Satelfite Approval Intelsat’s workdwide fleet of Ku-band satellites
Physical Data
Approx. Welght From 100 ibs + w/o BUC & LNB
Max Length 68,37 w/ IFL cables connected
Anlenna Helght Stowed 197
Deployed 55
Pedestal Case Dimensions 46" Lx 25" Wx 16"H
"Weight 138
Refiactor Case Dimensions 45" Lx 44"W x 155" H
Welght 127 1bs
Boom/Mourt Case Dimensions 697 L% 24" W x 14.5°H
Weight 128 Ibs
Power consumption Motors active 250 W
Mount/Case Options Vehicle mount on Thule racks or mount on transport case
Controller One Button Deploy; automnatic satellite acquisition; peaking &
cross-pol adjustment, One Button Stow
Controller power 1107220 VAC, single-phass, 50/60 Hz
Baseband System
Power requirements 110/220 VAC, single-phase, 50/60 Hz
Data rate capabiliies 64 kbps to 4.5 MB
Sateliite Access Methods TDMA, SCPC, DVB/RCS
‘Transmit, Protocol Automalic
Std, Baseband Case — 4RU Welght Apgprox, 80 lbs

Dimensions 28% % 28" % 16"




